LIQUID FILLED PRESSURE GAUGES 4

Case A
226.11

Model No. : 226 SERIES
Outline
- Al serios aro lqu-iled
- Watorproat.shock resistant and closed strutures ara durable and accurate, good fo long me ruming
 Spocial materials of movement and bourdon tube have (asting durabiltie
R iapieabia 15 me praces of both strong flctuation and o vorroive lid, such a v and oi
 Optional all stainiess steel pressure gauges are acidity-proof and corrosion-prool Which are applicable
for corrosive fluids.
Features
Model 226 series. (Push Twist Removable Bezel-RB)
Type Pressure gauge » Vacuum gauge » Compound gauge.
Nominal Size * 150mm.
Case Stainess stool A1 304 supplied wih LM or LOM mount tyoe and blowout disk on the top.
Tubing . Phosphor Bronze or stainless steel AISI 316.
Mivement  Brass o sieiess sisel AISI 304
Connection - Brass or stainloss stoel AISI 304 316, 3/8, V2" NPT PT » PF.
Polnter Type : Gensral(Solsctie Adjstable Por
Accuracy  : * EAD ANSI-B40.1 1985)
Scale sl b, kP, WP, Kg/em? etc (Shole or Dual Scale)
Note
“LM : Lower Mo
"LBm : Lower Back Mount
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